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Sight Flow Indicator DIN 1092-1 
with flange connection 
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04 / 2018 

 

Application: 
For visual inspection of filling level and flow in pipes. The sight flow indicators enable reliable 
monitoring of the function and performance of single appliances and the whole system. 
The standard drip nozzle even shows minimal amounts of flow. 

 

Operating conditions: 
Working pressure:          16 / 25 / 40 bar 
Working temperature:  150 °C or 280°C 
 

Installation: 
optional, please notice flow direction 
 

Options: 
other materials 
with welding ends 
with luminaire 
with heating jacket 
with spinner or flap 
 

Materials: 
Cast iron GG 25 (EN-GJL-250) max. 16 bar 
Cast steel GS-C 25 (1.0619 / GP240GH) 
Stainl. steel WN 1.4408 
 
Body GG 25 GS-C 25 1.4408 

Covers 
GG 25 / 
S235JRG2 

GS-C 25 / 
S235JRG2 

1.4408 / 
1.4301 

Screws 4.6 / 5.6 gal. A4-70 

Glass 
Borosilicate glass DIN 7080 
Soda lime glass DIN 8902 

Gaskets Graphite, (or other materials) 
 

 

 

Certificate: (Option) 
Acc. to EN 10204 – 2.2 or 
Acc. to EN 10204 – 3.1 
 

Ordering example: 
Sight flow indicator type 11-880 
flange connection 
WN 1.4408, Borosilicate glass 
DN 50, PN 16 

 

Dimensions: 

DN D BL d1 
Glass plate 

d2 S 
PN16 PN25 PN40 

15 95 130 32 45 10 10 10 

20 105 150 32 45 10 10 10 

25 115 160 48 63 10 12 15 

32 140 180 48 63 10 12 15 

40 150 200 65 80 12 15 20 

50 165 230 80 100 15 20 25 

65 185 290 80 100 15 20 25 

80 200 310 100 125 20 25 30 

100 220(235)* 350 125 150 25 30 35 

125 250(270) * 400 150 175 25 30 a.A. 

150 285(300) * 480 175 200 30** 35 a.A. 

200 
340 

(360/375) * 
600 175 200 30** 35 a.A 

250 See Göttgens Type 11-112 

 * D in ( ) acc. to PN 25 / PN 40 
 ** 16 bar only with borosilicate glass possible 
  > DN 100 and PN 40 similar to DIN 3237 
 
 
 
 
 

Subject to change without notice. 
 

 


